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	Pre-Acceptance Checklist – Trailer
MR-RCP-WF-015



	MARTINUS USE ONLY

	Induction No:


This checklist is intended for trailers, which are typically towed. This does not include generators, welders, lighting towers, air compressors, pumps, fuel tanks and pressure washers. For mobile plant, use an asset specific checklist, or if there is not one available; use the General Mobile Plant Pre-Mobilisation Checklist.
This checklist must be completed by the equipment owner (e.g., supplier, contractor) and submitted to Martinus for acceptance prior to mobilising to site.  A hard copy of this completed checklist along with associated paperwork (detailed below) must travel with the equipment to site for verification and approval by Martinus upon delivery.
	Asset Number
	 
	Asset Description
	 

	Hours
	 
	Date of Hours
	

	Serial / VIN Number
	 
	Manufacturer
	 

	Date of Manufacture
	 
	Model
	 

	Road Reg. Number
	 
	Supplier
	 

	Project Name
	 
	Supplier Location
	 

	Project Location
	 
	Project Code
	 

	Contractor:
(if applicable)
	 
	Contractor’s Contact name: (if applicable)
	 



	PART A – Martinus Minimum Requirements for Plant
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	1
	Trailer free from damage
	[bookmark: Check1]|_|
	|_|
	|_|
	|_|

	2
	Assess vehicle tow hitch is correct for purpose and has sustained no previous damage.
	|_|
	|_|
	|_|
	|_|

	3
	Tyres “Load Rated” & in good condition
	|_|
	|_|
	|_|
	|_|

	4
	Ensure Registration is current – number plate is displayed
	|_|
	|_|
	|_|
	|_|

	5
	‘R’ clips present for tow hitch pin & safety latch
	|_|
	|_|
	|_|
	|_|

	6
	Plug electrical lead to tow vehicle and check all correct signals are in line with tow vehicle:
	|_|
	|_|
	|_|
	|_|

	7
	Jockey Wheel free from damage & operating / latching in the stowed position correctly.
	|_|
	|_|
	|_|
	|_|

	8
	Wheel Chocks attached / housed on trailer.
	|_|
	|_|
	|_|
	|_|

	9
	Check both tow hitch pin and tow ball safety pins are present & free from damage.
	|_|
	|_|
	|_|
	|_|

	10
	Rated shackles are present & free from damage.
	|_|
	|_|
	|_|
	|_|

	11
	Cover/cargo net or restraints
	|_|
	|_|
	|_|
	|_|

	12
	Spare tyre installed
	|_|
	|_|
	|_|
	|_|

	13
	Check for loose nuts, bolts, connections and other fixtures
	|_|
	|_|
	|_|
	|_|

	14
	Attach 1 or 2 (where fitted) safety chains to vehicle with RATED shackles. Trailers less than 2500kg when fully loaded must be fitted with at least one safety chain and trailers over 2500kg when loaded must be fitted with two safety chains.
	|_|
	|_|
	|_|
	|_|

	
	Ensure that the loaded mass of the trailer does not exceed the lesser of:

	15
	Rated capacity of the towbar and tow coupling:
	|_|
	|_|
	|_|
	|_|

	16
	Maximum towing capacity of the vehicle:
	|_|
	|_|
	|_|
	|_|

	17
	Maximum carrying capacity of the trailer:
	|_|
	|_|
	|_|
	|_|

	18
	Maximum carrying capacity of the tyres:
	|_|
	|_|
	|_|
	|_|

	
	Ensure that the braking system is appropriate - Refer to below table

	19
	0-750kg loaded weight – no brakes required
	|_|
	|_|
	|_|
	|_|

	20
	751-2000kg loaded weight – braking on both wheels on at least one axle
	|_|
	|_|
	|_|
	|_|

	21
	2001-4500kg loaded weight – braking on all vehicles and an automated breakaway system in case the trailer becomes detached from the vehicle
	|_|
	|_|
	|_|
	|_|


· All items ticked N/A must be have the related risks documented in the site SWMS or Risk Assessment.


	PART B – Compliance Documentation for Plant
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	22
	Change management documents available for any modifications
	|_|
	|_|
	|_|
	|_|

	23
	Road registration papers and certificate (where applicable)
	|_|
	|_|
	|_|
	|_|

	24
	Roadworthiness of trailer mounted units – tyres, brakes, tow hitch, draw bar, lights
	|_|
	|_|
	|_|
	|_|

	25
	Weed and seed certificate / declaration
	|_|
	|_|
	|_|
	|_|

	Comments

	

	

	PART C – Maintenance and Condition
	Owner / Supplier
	Martinus

	
	Checked / Verified 
	Site Checked

	Tyre measurements and sizes:

	F/L                    
	mm
	F/R           
	mm
	|_|
	|_|

	
	SIZE:
	
	SIZE:
	
	|_|
	|_|

	
	R/L                   
	mm
	R/R           
	mm
	|_|
	|_|

	
	SIZE:
	
	SIZE:
	
	|_|
	|_|

	Condition photographs (inside, outside, all sides, attachments, tyres, tow hitch) – saved to file
	|_| Yes
	|_|  No

	Comments - Notes on minimum requirements exceptions; list additional included asset or serial numbers; any further information:

	



	PART D – Basic Operation Inspection and Maintenance Risks
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	26
	Can any person slip while ascending or descending the plant?
	|_|
	|_|
	|_|
	|_|

	27
	Can any person fall from the plant?
	|_|
	|_|
	|_|
	|_|

	28
	Can any person be struck by an object or material falling?
	|_|
	|_|
	|_|
	|_|

	29
	Can the plant rollover or become unstable?
	|_|
	|_|
	|_|
	|_|



	Part E - Pre-Acceptance Declaration (Equipment Owner / Supplier)

	Date of final report:
	
	Hours / Km at final report:
	

	Ignition, toolbox and panel keys present with machine?
	|_|  Yes
	|_|  No

	I declare that this machine is in a safe condition, is free from defect and is fit for purpose:

	Name
	
	Position
	

	

	Signed and Accepted by Project: 

	Name
	
	Position
	

	Date
	
	Signature
	

	

	Declined by Project: 

	Name
	
	Position
	

	Date
	
	Signature
	

	Comments

	

	· IMPORTANT NOTE: Should the plant be defective, require immediate repair, or any of the other required documentation unacceptable, the plant is to be stood down, parked, locked (if possible) and tagged as "out of service" or removed from site. 

· Reinspection by an Martinus Representative using the original Pre-acceptance Checklist is to be conducted to ensure acceptance for use on the site prior to the commencement of works on the project.
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