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	Pre-Acceptance Checklist - Elevated Work Platform MR-RCP-WF-008



	     
		MARTINUS USE ONLY

	Induction No:        





This checklist must be completed by the equipment owner (e.g. Supplier/ Owner / Contractor) and submitted to the Martinus Plant Department for acceptance prior to mobilising to site.  A hard copy of this completed checklist along with associated paperwork (detailed below) must travel with the equipment to site for verification and approval by Martinus upon delivery.
	Asset Number
	  
	Asset Description
	  

	Hours / Km
	  
	Date of Hours / Km
	  

	Serial Number
	  
	Manufacturer
	  

	Road Reg. Number
	  
	Model
	  

	Date of Manufacture
	  
	Supplier
	  

	Project Name
	  
	Supplier Location
	  

	Project Location
	  
	Project Code
	  

	Contractor:
(if applicable)
	  
	Contractors contact name: (if applicable)
	  



	PART A – Martinus Minimum Requirements for Plant
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	1
	Design Compliance Plate to AS1418.10 fitted
	[bookmark: Check1]|_|
	|_|
	|_|
	|_|

	2
	Fire extinguisher (class ABE) and tested and tagged within 6 months. Date: ____ / _____ / ______
	|_|
	|_|
	|_|
	|_|

	3
	Flashing amber beacon/s visible from 360 degrees
	|_|
	|_|
	|_|
	|_|

	4
	Travel / slewing alarm (beep or squawk as per client requirements)
	|_|
	|_|
	|_|
	|_|

	5
	Lockable battery isolation switch with identification decal
	|_|
	|_|
	|_|
	|_|

	6
	Emergencies stop switch (with decal) on upper and lower levels
	|_|
	|_|
	|_|
	|_|

	7
	Guarding (lockable door and/or limit switch and/or guarding over parts)
	|_|
	|_|
	|_|
	|_|

	8
	Safety signage in place for pinch points, warnings, power lines, emergency etc.
	|_|
	|_|
	|_|
	|_|

	9
	Safe access onto machines (three points of contact)
	|_|
	|_|
	|_|
	|_|

	10
	Basket/platform with handrails on all sides
	|_|
	|_|
	|_|
	|_|

	11
	Kick plates around all edges of basket/platform
	|_|
	|_|
	|_|
	|_|

	12
	Designated harness anchor points (undamaged, labelled)
	|_|
	|_|
	|_|
	|_|

	13
	Gate or drop bar self closes and held by latch, spring or gravity
	|_|
	|_|
	|_|
	|_|

	14
	Safe Working Load (SWL) marked clearly on platform and compliance plate
	|_|
	|_|
	|_|
	|_|

	15
	Maximum allowable side force clearly marked on platform
	|_|
	|_|
	|_|
	|_|

	16
	Maximum allowable chassis inclination (side slope) clearly marked on compliance plate
	|_|
	|_|
	|_|
	|_|

	17
	Wind rating marked on platform, includes indoor and outdoor use. Outdoor use MUST be at least 12.5m/s
	|_|
	|_|
	|_|
	|_|

	18
	All controls/instruments (platform & ground) clearly labelled and legible
	|_|
	|_|
	|_|
	|_|

	19
	Dead man functions integral to controls
	|_|
	|_|
	|_|
	|_|

	20
	Electrical Hazard ‘NO-GO ZONE’ decal fitted and legible (distance as per State Regs.)
	|_|
	|_|
	|_|
	|_|

	21
	Basket control levers protected from unintended operation (e.g. guard)
	|_|
	|_|
	|_|
	|_|

	22
	For Telescopic boom lifts: OEM approved secondary guarding system. Protective structures must be fitted with push bars. Required on cross-hired plant and sub-contracted plant.
	|_|
	|_|
	|_|
	|_|

	23
	Rated lifting points c/w identification decal (where fitted)
	|_|
	|_|
	|_|
	|_|


· All items ticked N/A must have the related risks documented in the site SWMS or Risk Assessment.







	PART B – Compliance Documentation for Plant
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	24
	Plant Risk Assessment specific to make and model - copy in machine.
	|_|
	|_|
	|_|
	|_|

	25
	Operators Manual specific to make and model - copy in machine.
	|_|
	|_|
	|_|
	|_|

	26
	Daily Pre-start book specific to asset type - copy in machine.
	|_|
	|_|
	|_|
	|_|

	27
	Maintenance history (minimum of 12 months records)
	|_|
	|_|
	|_|
	|_|

	28
	EWP logbook - in machine.
	|_|
	|_|
	|_|
	|_|

	29
	Change management documents available for any modifications
	|_|
	|_|
	|_|
	|_|

	30
	Quarterly inspection record - copy in machine. 
	|_|
	|_|
	|_|
	|_|

	31
	Annual Inspection record - copy in machine.
	|_|
	|_|
	|_|
	|_|

	32
	Weed and seed certificate / declaration
	|_|
	|_|
	|_|
	|_|

	33

	Design Registration Certificate as an EWP available (mandatory)
	|_|
	|_|
	|_|
	|_|

	34
	Certification of compliance to AS1418.1 and AS1418.10 available
	|_|
	|_|
	|_|
	|_|

	35
	Site specific / client paperwork
	|_|
	|_|
	|_|
	|_|



	PART C – Maintenance and Condition
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	36
	General cleanliness inside and out
	|_|
	|_|
	|_|
	|_|

	37
	Any existing damage (list in comments)
	|_|
	|_|
	|_|
	|_|

	38
	Machine starts and runs correctly (function test as applicable)
	|_|
	|_|
	|_|
	|_|

	39
	Braking and steering system functional (brake test)
	|_|
	|_|
	|_|
	|_|

	40
	Safety signage in place for pinch points, reeving winches, warnings, emergency etc.
	|_|
	|_|
	|_|
	|_|

	41
	Plant asset decals must be manufactured to the following specifications: Black numbering and lettering in fluorescent yellow background.  Must be clearly visible and readable form a distance of 50m Fitted to RHS, LHS & Rear 
	|_|
	|_|
	|_|
	|_|

	42
	Rear and Side Reflective Tape   The tape must be YELLOW with a retro-reflective surface. Photometric performance and durability must comply with AS 1906, Class 2.   Size: Approx. 50mm wide strip   Installation: Applied evenly down sides & rear of the equipment to make it visible from 360 degrees
	|_|
	|_|
	|_|
	|_|

	43
	Battery condition including terminals clean, covered and secure
	|_|
	|_|
	|_|
	|_|

	44
	Pressure sensing operator protection device fitted and operational (Operator secondary protection system, SPS)
	|_|
	|_|
	|_|
	|_|

	45
	Controlled lowering device fitted (for manual emergency retrieval)
	|_|
	|_|
	|_|
	|_|

	46
	Controls – auto return to neutral
	|_|
	|_|
	|_|
	|_|

	47
	Exhaust system in good condition
	|_|
	|_|
	|_|
	|_|

	48
	Free of visible oil / water leaks
	|_|
	|_|
	|_|
	|_|

	49
	Check hydraulic and fuel system hoses and fittings for deterioration, wear or damage
	|_|
	|_|
	|_|
	|_|

	50
	Check fluid levels
	|_|
	|_|
	|_|
	|_|

	51
	Fan and drive belts
	|_|
	|_|
	|_|
	|_|

	52
	Lights, indicators, horn, instruments in working order
	|_|
	|_|
	|_|
	|_|

	53
	Check for loose nuts, bolts, connections and other fixtures
	|_|
	|_|
	|_|
	|_|

	54
	Operational controls provided in the EWP bucket and at ground level
	|_|
	|_|
	|_|
	|_|

	Comments

	  



	PART D – Maintenance and Condition
	Owner / Supplier
	Martinus

	
	Checked / Verified 
	Site Checked

	Check for loose nuts, bolts, connections, and other fixtures
	|_|
	|_|

	Full tank of fuel
	  
	|_|
	|_|

	Last service:      
	Type:  
	|_|
	|_|

	Next service:     
	Type:  
	|_|
	|_|

	Tyre measurements and sizes:

	F/L  
	F/R  
	|_|
	|_|

	
	R/L  
	R/R  
	|_|
	|_|

	
	  
	|_|
	|_|

	
	  
	|_|
	|_|

	Condition photographs (inside, outside, all sides, attachments, tyres, basket, controls, harness anchor points) – saved to file
	|_| Yes
	|_|  No

	Comments - Notes on minimum requirements exceptions; list additional included asset or serial numbers; any further information:

	




	PART E – Basic Operation Inspection and Maintenance Risks
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	55
	Can any person slip while ascending or descending the plant?
	|_|
	|_|
	|_|
	|_|

	56
	Can any person fall from the plant?
	|_|
	|_|
	|_|
	|_|

	  57
	Can any person be struck by an object or material falling?
	|_|
	|_|
	|_|
	|_|

	58
	Can the plant rollover or become unstable?
	|_|
	|_|
	|_|
	|_|

	59
	Are all attachments compatible with the plant? (e.g. quick hitches, lifting points, lifting devices)
	|_|
	|_|
	|_|
	|_|

	60
	Will the plant be used for purposes (e.g. lifting) that require additional controls such as anti-burst valves, weight gauges to be fitted?
	|_|
	|_|
	|_|
	|_|



	Part E - Pre-Acceptance Declaration (Equipment Owner / Supplier)

	Date of final report:
	  
	Hours / Km at final report:
	  

	Ignition, toolbox and panel keys present with machine?
	|_|  Yes
	|_|  No

	I declare that this machine is in a safe condition, is free from defect and is fit for purpose:

	Name
	  
	Position
	  

	

	Signed and Accepted by Martinus: 

	Name
	  
	Position
	  

	Date
	  
	Signature
	

	





	Declined by Martinus: 

	Name
	  
	Position
	  

	Date
	  
	Signature
	

	Comments

	

	· IMPORTANT NOTE: Should the plant be defective, require immediate repair, the logbook, Plant Risk Assessment or any of the other required documentation unacceptable, the plant is to be stood down, parked, key removed and locked (if possible) and tagged as "out of service" or removed from site. 

· Reinspection by an Martinus Representative using the original Pre-Mobilisation Checklist is to be conducted to ensure acceptance for use on the site prior to the commencement of works on the project.
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