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	Mobile and Crawler Crane Pre-acceptance Checklist
MR-RCP-WF-003



	     
		MARTINUS USE ONLY

	Induction No:        





This checklist must be completed by the equipment owner (e.g. Supplier/ Owner / Contractor) and submitted to the Martinus Plant Department for acceptance prior to mobilising to site.  A hard copy of this completed checklist along with associated paperwork (detailed below) must travel with the equipment to site for verification and approval by Martinus upon delivery.
	Asset number
	[bookmark: Text3]      
	Asset description
	      

	Hours / Km
	      
	Date of Hours / Km
	      

	Serial number
	      
	Manufacturer
	      

	Road reg. number
	      
	Model
	      

	Date of manufacture
	      
	Supplier
	      

	Project name
	      
	Supplier location
	      

	Crane Safe Registration No:
	      
	Crane Safe Expiry Date:
	      

	Contractor:
(if applicable)
	      
	Contractors contact name: (if applicable)
	      



	OPERATOR SPECIFIC REQUIREMENTS
	Owner / Supplier

	
	Yes
	No
	N/A

	Crane Operator completed familiarisation training or has prior experience on specific type/model of plant 
	|_|
	|_|
	|_|

	Crane Operator competency has been verified by VOC assessment
Note: The person carrying out the VOC assessment must hold a Cert 4 Training and Assessment Qualification and be a qualified person or accompanied by a qualified person that holds the equivalent class national licence to perform high risk work relevant to crane type
	|_|
	|_|
	|_|

	Crane Operator holds relevant class Licence to Perform High Risk Work relative to crane capacity 
Note: Non-Slewing Crane (CN), Slewing up to 20 T (C2), Slewing up to 60 T (C6), Slewing up to 100 T (C1), Slewing > 100 T (CO), Vehicle Loading Crane (CV).
	|_|
	|_|
	|_|

	Crane Operator and dedicated Spotter (independent to Dogman) hold a ‘Close Approach to Overhead Powerlines- Crane and Plant Electrical Safety’ qualification attained in last 12 months
Note: Required when design envelope of crane (max radius) for the planned lifting operation has the potential to inadvertently encroach on the Safe Approach Distance surrounding Overhead Powerlines for an Ordinary (unqualified) Person.
	|_|
	|_|
	|_|




	PART A – Martinus Minimum Requirements for Plant
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	1
	Enclosed, sealed, air-conditioned cabin
	[bookmark: Check1]|_|
	|_|
	|_|
	|_|

	2
	Fire extinguisher minimum 6kg (class ABE) and tested and tagged within 6 months. Date:  	
	|_|
	|_|
	|_|
	|_|

	3
	A small extinguisher minimum 1kg dry chemical (class ABE) located in cabin and identification decal on door
	|_|
	|_|
	|_|
	|_|

	4
	Flashing amber beacon visible from 360 degrees
	|_|
	|_|
	|_|
	|_|

	5
	Reverse / travel / slewing alarm (beep or squawk as per client requirements)
	|_|
	|_|
	|_|
	|_|

	6
	Load charts displayed within cabin
	|_|
	|_|
	|_|
	|_|

	7
	Mandatory Overhead Powerlines exclusion zone signage displayed in crane cabin
	|_|
	|_|
	|_|
	|_|

	8
	Lockable battery isolation switch c/w identification decal
	|_|
	|_|
	|_|
	|_|

	9
	Emergency stop (with decal) easily and safely accessible from outside plant
	|_|
	|_|
	|_|
	|_|

	10
	Guarding (lockable door and/or limit switch and/or guarding over parts)
	|_|
	|_|
	|_|
	|_|

	11
	Safety signage in place for pinch points, reeving winches, warnings, emergency etc.
	|_|
	|_|
	|_|
	|_|

	12
	Rear and Side Reflective Tape   The tape must be YELLOW with a retro-reflective surface. Photometric performance and durability must comply with AS 1906, Class 2.   Size: Approx. 50mm wide strip   Installation: Applied evenly down sides & rear of the equipment so as to make it visible from 360 degrees
	|_|
	|_|
	|_|
	|_|

	13
	SWL / WLL displayed externally
	|_|
	|_|
	|_|
	|_|

	14
	Plant asset decals must be manufactured to the following specifications: Black numbering and lettering in fluorescent yellow background.  Must be clearly visible and readable form a distance of 50m
Fitted to RHS, LHS & Rear
	|_|
	|_|
	|_|
	|_|

	15
	Handrails on walkways and upper decks where personnel access is required
	|_|
	|_|
	|_|
	|_|

	16
	Safe access onto machines (three points of contact)
	|_|
	|_|
	|_|
	|_|

	17
	Seatbelt fitted and in good condition (if road registered, fitted to carrier only)
	|_|
	|_|
	|_|
	|_|

	18
	UHF radio fitted and operational
	|_|
	|_|
	|_|
	|_|

	19
	Wheel chocks with carrying mounts (for rubber tyred equipment)
	|_|
	|_|
	|_|
	|_|

	20
	Grease gun (DIN 1283 Standard, including fittings) or automatic greasing system
	|_|
	|_|
	|_|
	|_|

	21
	External boom angle indicator operational
	|_|
	|_|
	|_|
	|_|

	22
	Load moment indicator (LMI)
	|_|
	|_|
	|_|
	|_|

	23
	Anti-two block system (A2B)
	|_|
	|_|
	|_|
	|_|

	24
	External rated capacity lighting (Christmas tree lights)
	|_|
	|_|
	|_|
	|_|

	25
	Free fall functionality of the crane has been de activated or positively locked out
	|_|
	|_|
	|_|
	|_|

	26
	Timber for packing under outriggers
	|_|
	|_|
	|_|
	|_|

	27
	Free fall functionality of the crane has been de activated or positively locked out by a Competent Person.
	|_|
	|_|
	|_|
	|_|


· All items ticked N/A must be have the related risks documented in the site SWMS or Risk Assessment.
	PART B – Compliance Documentation for Plant
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	28
	Plant Risk Assessment (plant specific) relative to crane type
	|_|
	|_|
	|_|
	|_|

	29
	Certificate of Item Registration 
Note: Issued by relevant Regulatory Authority for mobile cranes with a SWL > 10 Tonnes
	|_|
	|_|
	|_|
	|_|

	30
	Operators Manual 
	|_|
	|_|
	|_|
	|_|

	31
	Logbook dedicated to the crane (specific to OEMs Manual) 
	|_|
	|_|
	|_|
	|_|

	32
	Daily Pre-Operational Checklists completed in accordance with OEMs Manual
Note: Minimum 1 month required previous to date of supply
	|_|
	|_|
	|_|
	|_|

	33
	Maintenance Inspection and Servicing recorded in accordance with OEMs Manual
Note: Evidence that Servicing, Periodic and Annual Inspections recorded as per OEMs Manual 
	|_|
	|_|
	|_|
	|_|

	34
	Crane Safe Annual Inspection 
	|_|
	|_|
	|_|
	|_|

	35
	Major Inspection Report or Certificate
Note: Required where crane is > 10 years of age.
	|_|
	|_|
	|_|
	|_|

	36
	Lifting Devices Register
	|_|
	|_|
	|_|
	|_|

	37
	Current Test Certificates issued by NATA Accredited Organisation for Lifting Devices
	|_|
	|_|
	|_|
	|_|

	38
	Cranes used for Pick and Carry operations have charts available in crane cabin for de rating load relative to cross gradient of ground
	|_|
	|_|
	|_|
	|_|



	PART C – Maintenance and Condition
	Owner / Supplier
	Martinus

	
	Yes
	No
	N/A
	Approved

	39
	General cleanliness inside and out
	|_|
	|_|
	|_|
	|_|

	40
	Any existing damage (list in comments)
	|_|
	|_|
	|_|
	|_|

	41
	Machine starts and runs correctly
	|_|
	|_|
	|_|
	|_|

	42
	Braking and steering system functional
	|_|
	|_|
	|_|
	|_|

	43
	Function test crane (boom, winch, slew, outriggers, tracking, A2B, LMI)
	|_|
	|_|
	|_|
	|_|

	44
	Hydraulic rams – check leaks and hoses
	|_|
	|_|
	|_|
	|_|

	45
	Boom and lattice sections – check for cracks and damage
	|_|
	|_|
	|_|
	|_|

	46
	Rope/s condition
	|_|
	|_|
	|_|
	|_|

	47
	Air conditioner working
	|_|
	|_|
	|_|
	|_|

	48
	Safety, company and ID decals in good condition
	|_|
	|_|
	|_|
	|_|

	49
	Reflective tape in good condition (and in appropriate areas)
	|_|
	|_|
	|_|
	|_|

	50
	Battery condition including terminals clean and secure
	|_|
	|_|
	|_|
	|_|

	51
	Exhaust system in good condition
	|_|
	|_|
	|_|
	|_|

	52
	Free of visible oil / water leaks
	|_|
	|_|
	|_|
	|_|

	53
	Check hydraulic and fuel system hoses and fittings for deterioration, wear or damage
	|_|
	|_|
	|_|
	|_|

	54
	Check fluid levels
	|_|
	|_|
	|_|
	|_|

	55
	Fan and drive belts
	|_|
	|_|
	|_|
	|_|

	56
	Lights, indicators, horn, instruments in working order
	|_|
	|_|
	|_|
	|_|

	Comments

	[bookmark: Text1]     



	PART C – Maintenance and Condition
	Owner / Supplier
	Martinus

	
	Checked / Verified 
	Site Checked

	Check for loose nuts, bolts, connections, and other fixtures
	|_|
	|_|

	Full tank of fuel
	     
	|_|
	|_|

	Last service:             
	Type:      
	|_|
	|_|

	Next service:      
	Type:      
	|_|
	|_|

	Hook block/s supplied with machine:
	      
	|_|
	|_|

	
	      
	|_|
	|_|

	
	Outline branded, with weight of each hook
	|_|
	|_|

	Counterweights supplied with machine:
	      
	|_|
	|_|

	
	      
	|_|
	|_|

	
	      
	|_|
	|_|

	Boom sections and/or fly supplied with machine
	      
	|_|
	|_|

	
	      
	|_|
	|_|

	
	      
	|_|
	|_|

	Other accessories supplied:
	      
	|_|
	|_|

	
	      
	|_|
	|_|

	
	      
	|_|
	|_|

	Tyre measurements and sizes:

	F/L      
	F/R       
	|_|
	|_|

	
	R/L      
	R/R      
	|_|
	|_|

	
	     
	|_|
	|_|

	
	     
	|_|
	|_|

	Track condition:
	Left      
	Right      
	|_|
	|_|

	
	
	|_|
	|_|

	Condition photographs (inside, outside, all sides, attachments, tyres, tracks) – saved to file – NOTE - Time stamp must be shown on all photos supplied
	|_| Yes
	|_|  No



	Comments - Notes on minimum requirements exceptions; list additional included asset or serial numbers; any further information:
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	Part D - Pre-acceptance declaration (Equipment Owner / Supplier)

	Date of final report:
	     
	Hours / Km at final report:
	     

	Ignition, toolbox and panel keys present with machine?
	|_|  Yes
	|_|  No

	I declare that this machine is in a safe condition, is free from defect and is fit for purpose:

	Name
	     
	Position
	     

	

	Signed and Accepted by Martinus: 

	Name
	     
	Position
	     

	Date
	     
	Signature
	     

	

	Declined by Martinus: 

	Name
	      
	Position
	      

	Date
	      
	Signature
	      

	Comments
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